
GLASS.

FIRE.

Enjoy the 
benefits.

Avoid the 
hazards.

Count on Coral for ROBAX
®

 

transparent glass-ceramics.

ONE WEEK DELIVERY

Robax®

Transparent

Glass-Ceramic

SCHOTT

COUNT ON CORAL

Dependable Service

Quality Products

Unsurpassed Performance

Coral Industries now offers ROBAX® 
transparent glass-ceramic for 
applications requiring a substrate 
with an extremely low thermal 
expansion.

Coral can take an order for ROBAX®
 

glass and have it available for 
shipping within 48 hours.

With Coral’s years of dependable  
service to glazing professionals, 
and Schott’s experience in providing 
premier glass-ceramics, this combi-
nation is unbeatable.

Call 1-800-772-7737, ext. 1294 today 
to find out how Coral Industries can 
help with your glass-ceramic needs.

P.O. Box 40228  •  Tuscaloosa, AL  35404-0228

Phone  1.800.772.7737,  ext. 1294

Fax  1.800.755.9427  •  www.coralind.com

Description

Due to its thermal endurance and stability 
as a glass-ceramic,  ROBAX® is used in 
products ranging from stove tops to missile 
nose cones and astronomical telescope 
mirror substrates.  It is particularly suited for 
use as thermal windows in room heating 
devices, such as stoves and fireplace inserts.  
ROBAX® allows you to enjoy the fire view 
with assurance that the window offers a 
superior margin of safety for your home and 
family.

In most applications, ROBAX® is an excellent 
replacement for any of the following glasses:  
Pyrex®,    Borofloat®,    Tempax®,    Vycor®,    
Pyroceram®,    and Neoceram®.

Applications

• Vision Panels for Wood and Gas
  Fireplace Doors
•  Oven Door Windows

•  Cover Panels for Heating Radiators

•  Cover Panels for Reflectors and High 
  Performance Floodlights

•  Cover Panels in IR Drying Appliances

•  Cover Panels for Beamers

•  UV Blocking Shields

•  Cover Panels for Kebab Grill Radiators

•  Barbecue Grill Windows

•  Furnace Observation Windows

•  Spark and Flame Guard Panels

ROBAX® Glass

by SCHOTT

ROBAX® is a transparent glass-ceramic with 
a thermal endurance far exceeding that of 
normal tempered glass.   ROBAX® is de-
signed to operate at temperatures ranging 
from  minus 4000 F to plus 14000 F.    It   
can be produced in a wide variety of 
shapes and sizes to accommodate many 
applications.


